
Greater working comfort through reliable performance



άIŀǊƳƻƴȅ ŎǊŜŀǘŜŘ ōȅ ǇŜƻǇƭŜΣ ǎǇŀŎŜ ŀƴŘ ŜƴǾƛǊƻƴƳŜƴǘέΧΦΦ DAIKEN

A new concept,a new technology,and a new material... Is the motto of
DAIKENmarchingtowardsa newage.

Our product portfolio includes:

×ά5ŀƛƪŜƴέ aƛƴŜǊŀƭ CƛōŜǊ /ŜƛƭƛƴƎ .ƻŀǊŘǎΣ    
×ά5ŀƛƪŜƴέ CƭƻƻǊƛƴƎ tŀƴŜƭǎΣ
×and other interior finishing materials.

To manufacturea high-quality product while maintainingthe balancewith
natural environment, DAIKEN Mineral Fiber Ceiling Boards are
manufacturedin Okayama,Japanrenownedfor its qualityandreliability. All
the production facilities are integrated with environment management
system,to protect the environmentof the factoryandsurroundingareas.



Accreditation



Product OverviewSuperior Sound Absorption

Optimum Sound Insulation

High Moisture Resistance

Better Light Reflectance

Fire Retardant & Flame Spread

Energy Saving & Thermal Insulation

10 Years Guaranteed for visible sagging

Easy to Install

Easy to maintain

RH 99%

Guaranteed 
for 10 Years 
for visible 
sagging



Systems



ά5ŀƛƭƻǘƻƴŜέ 5ƻǳōƭŜ [ŀȅŜǊ /ŜƛƭƛƴƎǎ



ά5ŀƛƭƻǘƻƴŜέ 5ƻǳōƭŜ [ŀȅŜǊ /ŜƛƭƛƴƎǎ



ά5ŀƛƭƻǘƻƴŜέ 5ƻǳōƭŜ [ŀȅŜǊ /ŜƛƭƛƴƎǎ

System DoubleLayer Ceilings

Patterns Rib 101 & Rib 361 Travertine (Border)

Board 12 x 300 x 600 mm 9 x 300 x 600 mm

Patterns WafuRib 30 C & Rakuten01W Wafu & Rakuten02 W (Border)

Board 12 x 303 x 606 mm T&G 9 x 303 x 606 mm T&G

Installation Stick & Staple on primary gypsum boards

Advantages Seamless finish & superior sound absorption



άIƻǎǇƛǘƻƴŜέ !ƴǘƛ .ŀŎǘŜǊƛŀƭ /ŜƛƭƛƴƎǎ



άIƻǎǇƛǘƻƴŜέ !ƴǘƛ .ŀŎǘŜǊƛŀƭ /ŜƛƭƛƴƎǎ

System Anti BacterialLay In Ceilings

Pattern Excel Tone MR Plan (Square Edge)

Board 12 x 595 x 595 mm

Coating Anti Bacterial & Fungus

UsedIn Hospitals& Clinics

Installation Lay inwith Regular 24 mm T Bars

Advantages Protects in Bacteriaand Fungus growth



άLƻƴƛŎŀέ tŜǊŦƻǊƳŀƴŎŜ /ŜƛƭƛƴƎǎ



άLƻƴƛŎŀέ tŜǊŦƻǊƳŀƴŎŜ /ŜƛƭƛƴƎǎ

System Performance Ceilings

Pattern IonicaςMoisture Control Fiber Board 

Size 12x 303 x 606 mm T&G

Coating Acrylic emulsion paint

UsedIn Offices, IT Industry, Boutique, Shops &Residences

Installation Double Layer system

Advantages
Emits negative ions  which creates an comfortable working 
environment



ά9ȄŎŜƭ ¢ƻƴŜ awέ [ŀȅ Lƴ /ŜƛƭƛƴƎǎ
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ά9ȄŎŜƭ ¢ƻƴŜ awέ [ŀȅ Lƴ /ŜƛƭƛƴƎǎ

System Lay In Ceilings

Patterns New NDF, Constellation, New Venus, Sandy & Coordinate

Board 13 x 595 x 595 mm & 15 x 595 x 595 mm

TBars 24 mm Regular, 15 mm Slimline, 18mm Eliteline

Usedin Offices , SoftwareIndustry, Commercial Establishments

Installation Lay In Tiles with T Bars

Advantages High NRC & CAC



άDȅǇǎǳƳέ [ŀȅ Lƴ /ŜƛƭƛƴƎǎ



ά9ȄŎŜƭ ¢ƻƴŜ awέ [ŀȅ Lƴ /ŜƛƭƛƴƎǎ



άDȅǇǎǳƳέ [ŀȅ Lƴ /ŜƛƭƛƴƎǎ

System Gypsum Lay In Ceilings

Patterns 155 PVCFilm & Aluminum Foil Sandwiched

Board 9 x 595 x 595 mm

TBars 24 mm Regular

Usedin Factories, Offices , SoftwareIndustry, Commercial Establishments

Installation Lay In Tiles with T Bars

Advantages High NRC & CAC



ά9ȄŎŜƭ ¢ƻƴŜ awέ tƘȅǎƛŎŀƭ 5ŀǘŀ {ǳƳƳŀǊȅ

Moisture Content 2.0 % JIS A 6301

Modulus of Rupture 17 kgf / cm² JIS A 6301

Fire Propagation Test Class A ASTM E 1264

Flame Spread Class 1 ASTM-E84, B.S.476 Part 7

Thermal Conductivity 0.045 kcal / mh°C JISA 1412

Light Reflectance LR 1 (Over 75%) ASTM C 1477

Sound Absorption Coefficient 0.55 ς0.75 ASTM C 423

Ceiling Attenuation Class 36 ASTME  1414



ά5ŀƛƪŜƴέ {ǳǎǇŜƴǎƛƻƴ {ȅǎǘŜƳǎ


